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1
METHOD AND APPARATUS FOR
CONTROLLING THE COLOR ACCURACY OF
DIGITAL PRINTING DEVICES AND
ADAPTATION TO A PREVIOUSLY DEFINED
STATE

BACKGROUND OF THE INVENTION

1. Technical Field

This invention relates generally to the field of digital print-
ing systems. More specifically, this invention relates to con-
trolling the color accuracy of digital printing devices and
adaptation of such devices to a previously defined state.

2. Description of the Related Art

Operators of digital printing systems typically face a prob-
lem of deviations in the color output. Color output may differ
from device to device. As an example, operators may need to
run production on two different devices and may find that the
output, e.g. the printed products, deviate in color consistency
from one another. Sometimes the deviations are acceptable,
sometimes not. As well, color output from a same device but
at a different time may also differ. As an example, an operator
may have printed some banners for a customer one day. Then,
the customer may have returned on a subsequent day, asking
for more printouts of the same banner. In this scenario, it is
typical that the operator may find that the printing device has
drifted for one reason or another from its previous state when
it first printed the banners. The change in the printer then
causes the second run of the printing of the banners to deviate
from the first run. Again, sometimes the deviations are accept-
able and sometimes not.

SUMMARY OF THE INVENTION

A method and apparatus are provided for providing color
consistency on a same digital printing device at different
points in time or on multiple digital printing devices. Mea-
sured spectral color values, which correspond to a particular
calibration set of a printer-ink/toner-media combination, are
stored as target values. Spectral color values are measured
subsequently for the same printer or for other printers and
compared to the target values to determine whether the output
data of both printers will be consistent. Optimization pro-
cesses may be performed to ensure consistency.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flow diagram of a workflow of capturing, stor-
ing, and using snapshot values, according to an embodiment;

FIG. 2 is an example screenshot showing two devices with
very different color spaces, according to an embodiment; and

FIG. 3 is a block schematic diagram showing generating a
media profile from a reference profile, according to an
embodiment;

FIG. 4 is a block schematic diagram showing generating a
media profile from a reference profile, according to an
embodiment;

FIG. 5 is a block schematic diagram showing generating a
media profile from a reference profile, according to an
embodiment;

FIG. 6 is a block schematic diagram showing generating a
media profile using a linear CIE Lab to CIE Lab reference,
according to an embodiment; and

FIG. 7 is a block schematic diagram of a system in the
exemplary form of a computer system according to an
embodiment.
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2
DETAILED DESCRIPTION OF THE INVENTION

It has been found that color consistency, i.e. the reproduc-
ibility of previously reached color results, is an important
quality factor within an automated digital production process.
For example, a user may print 20 copies at a particular cali-
bration on one day and finds that he or she needs to print 10
more copies of the same image the next day. Such user would
hope that the color consistence between the two printing jobs
is at least sufficiently acceptable. Therefore, it has been found
that features such as checking the digital printing system and
subsequently applying, if necessary, an easy-to-use correc-
tion of possible deviations, are important features of a cali-
bration and color controlling software system.

Users who work with digital printing systems typically
face the problem of deviations in the color output. For
example, color output may differ from device to device.
Sometimes the deviations are acceptable sometimes not.
Thus, embodiments described herein provide an easy-to-use
way for users to check whether their device or devices pro-
duce deviations on color output and an easy-to-use way to
correct such device or devices. Such correction may include
bringing the current state of output quality of the device(s)
back to a previously defined state of output quality.

Present day techniques for addressing the problem of
deviations in the color output are as follows. A user may
perform some very basics checks which involve checking the
pure colorants and applying certain adjustments. A user may
alternatively perform a time consuming, new calibration pro-
cess which may give good results most of the time; however
is a process that is completely decoupled from the previously
reached results. It should be appreciated that in both cases
above, the output colors may still differ from the previously
reached results, which is undesirable.

As well, it should be appreciated that a present huge hurdle
is that one-dimensional corrections, such as dot gain, only
correct for a single colorant. Thus, variations which occur in
the combination of two or more colorants are neither stored in
the target/reference values nor adapted with a one-dimen-
sional curve. Such variations which occur in the combination
of two or more colorants may not be stored in the target/
reference values nor adapted with a one-dimensional curve,
because of the following. That is, there may be several rea-
sons why the one dimensional correction curve does not give
the expected results or the needed accuracy, as follows:

For ink jet devices it is a state of the art that they are using
for one colorant, e.g. Cyan, a light ink-norm-ink com-
bination, e.g. Light Cyan and Cyan. The usage of a
one-dimensional curve would not give the needed accu-
racy because the light-norm-distribution function can-
not be corrected with just addressing the overall ink
amount nor is there a possibility to address the light ink
independent from the norm ink without changing the
color appearance.

Printing more than one colorant on top of each other and
the subsequent appearance after such colorants drying
on the media is a complex system. Just adjusting the
single tonal curve may not give the needed results:

For instance, consider a physical parameter change, e.g.
the printer receives a new stock of media, which has a
different amount of water bounded in the substrate:
The suction and the drying of'the ink or the amount of
toner on the surface are different from the previous
media. Thus, the printed color subsequently may
appear different. Putting more or less ink or toner on
the substrate may not solve the color problem.
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As another example, consider ink or toner cartridges
being changed during a printing process and where
the color of them is slightly different than the previous
one. Maybe just one colorant shows this effect. There
is no solution when more or less ink or toner is just put
on the substrate to try to overcome this situation.

It should further be appreciated that even if the above
processes provide satisfactory or even very good results, there
is no guarantee that such results match previously reached
color outputs in an acceptable manner. Thus, it is desirable for
embodiments herein to couple calibration processes with
states of previous calibrations, as described in further detail
hereinbelow.

Snapshot of State of Printer

In an embodiment, a CIE L*a*b* chart is generated in
which the patches or values thereon are in an independent
color space. It should be appreciated that when such chart is
printed by a printing device, advantageously, no other color
transformation, apart from transforming from L*a*b* to the
printer color space, need be performed.

Thus, the printer’s effect upon printing the CIE L*a*b*
chart using the printer device’s profile can be determined.
That is, the state of the printer can be determined by having
the printer print such chart.

Thus, according to the embodiment, it is possible for the
state of the printer to be captured. Or, put another way, a
snapshot of the printer’s state or condition can be stored in a
volatile or non-volatile memory.

Then, because the snapshot of the state of the printer is
known and can be accessed or retrieved, then it is possible to
put the same printer under the same condition as represented
by the snapshot at a later point in time. As well, it is possible
to set one or more other printer devices to the same condition
as represented by the snapshot at a later point in time. Thus, by
setting the same or other printing devices to the calibration
values as stored in the snapshot, it is possible for the devices
and, thus, for the users to reproduce printouts at a quality that
has been reached before.

Workflow for Capturing, Storing, and Using
Snapshots

An embodiment may be understood with reference to FIG.
1, a flow diagram of capturing and storing snapshot values. In
the embodiment, a typical or standard calibration is per-
formed (102) by a user or automatically by the system, for
example. It should be appreciated that while performing cali-
bration before taking a snapshot of the printer’s state is desir-
able and may be recommended, performing calibration may
not be required by the embodiment. Also, one skilled in the art
would readily recognize what is meant by performing cali-
bration and need not be discussed in detail herein. For
example, in an embodiment, performing may include per-
forming printer linearization with inkjet printers and the like.

Then, in accordance with the embodiment, a media profile
is generated based on the calibration values (104). For
example, a media profile is created based on printer linear-
ization. Or, as another example, a media profile is generated
for toner-based devices. Again, it should be appreciated that
one skilled in the art would readily recognize techniques by
which to generate such media profile. As well, generating the
media profile may be optional.

Next, in accordance with the embodiment, optimization is
performed (106). For purposes of discussion herein, optimi-
zation means a technique for getting a media profile closer to
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4

aparticular, e.g. standard, target. For example, suppose a user
would like have his or her output be in accordance with the
International Organization for Standardization (ISO) printing
standard. Optimization, as used herein, is the process by
which the printing device gets closer to the ISO standard.
Optimization is a procedure on top of or in addition to the
creation of the media profile. As well, one skilled in the art
would readily recognize techniques by which to perform such
optimization. And, performing optimization may be optional.

Thus, in an embodiment, regardless whether a new calibra-
tion is performed, a new media profile generated, and opti-
mization performed, a desired CIE L*a*b* chart is provided
(108). For example, a user may iteratively calibrate his or her
printing device, generate and print a test printout until he or
she is satisfied with the reached result.

Once the desired CIE L*a*b* chart is obtained, such chart
is measured (110). One skilled in the art would readily rec-
ognize techniques for measuring chart values and need not be
discussed in detail herein.

After measuring values from the CIE L*a*b* chart, such
measured values are stored in accordance with the embodi-
ment (112). Thus, the measured and stored values obtained
from a particular state of a particular printing device may be
referred to as defining the target printer having a correspond-
ing target chart.

Now that the target chart has been defined and stored, such
target chart may be compared with any other chart that cor-
responds to any other device with the aim of getting the other
device to calibrate to the same set of printing conditions as the
target device. It should be appreciated that “any other device”
may include the same printing device, most likely at a differ-
ent point in time. As an example, with this target definition a
user may now begin every morning or every week by com-
paring and adjusting his or her printing device to the target
device.

In an embodiment, and at a time subsequent to generating
and storing the target chart, a user may print a chart again
from the same device or different device (114) at which the
user intends to print print jobs that result having the same
quality and characteristics (up to an acceptance level) as
results produced by the target printer using the target chart.

Compare the currently printed chart to the stored values
from the measured target chart (116) for the purposes of
determining whether there are any changes from the target
chart values to those of the newly printed chart.

It should be appreciated that an embodiment generates
values by which the printing results may be analyzed (116).
For example, an embodiment may generate analyzing values
which are known to one skilled in the art, such as but not
limited to: Delta-E values, average peak, and other values
which assist in determining whether the printing results are
still in good shape, i.e. acceptable.

Based on the generated analyzing values, the embodiment
determines whether the printing results are within acceptable
tolerances (118.) Such determination may be performed auto-
matically or manually. For example, the user may determine
whether the changes are within acceptable tolerances or
whether some measurements are off. Thus, a user may detect
whether his or her machine is still in good shape.

In an embodiment, when it is determined that the printing
results are within acceptable tolerances, then that means that
the device is ready for printing (120). Thus, for example, the
printing process proceeds.

In an embodiment, when it is determined that the printing
results are not in good shape or are not within acceptable
tolerances, optimization is performed on the printing device,



US 9,420,146 B2

5

causing the printer’s calibration values to be brought closer or
within acceptable ranges of the target values (122).

After optimization, control may returns to step (114) at
which another chart is printed at the device, and so on, itera-
tively, until the generated analyzing values are determined to
be within an acceptable tolerance and the device is ready for
printing.

As another example to illustrate how the process may be
useful to print professionals, a user may have entered another
ink into the printer and is now obtaining different printing
results. Thus, now a user may easily see on the reached results
that something happened. The change may be because of
some other surrounding condition or may be because his or
her machine is just drifting over the time. The reasons are
varied and numerous as to why printing results may differ.

It should be appreciated that the target values do not
change. The target values are stored and other values are
compared to the target values. This snapshot is used for each
and every comparison.

As another illustration, calibrating to the target values may
be performed after an important and possibly expensive pro-
duction run for an important customer. For example, suppose
a small printing company has printed 20 banners for an
important customer. Suppose further that the professional at
the small printing company subsequently (or previously)
prints out the target chart that corresponds to the printing of
20 banners. Then, the small printing company receives a
request to please produce another five copies of the banner.
Thus, according to the embodiment, the print professional
may take out the corresponding target chart, compare the
current status of the printing device with such target chart,
adjust the printing device, and then print the additional five
copies.

It should be appreciated that an embodiment provides for
getting two different printers to produce the same output in
terms of quality. For example, for production, it may be best
to use the same type of devices for one print job and where
such devices have the same media inside. However, profes-
sionals may readily recognize that often having the same
printer on site is not reality. For example, a printing company
may have a device that they use very often, but they may have
another device which is maybe a little bit of cheaper quality
and this is not used not as often. Such cheaper printer may be
used in time crunch situations. Or the company may have
second device which they like to use for mockups. For
instance, the printing company may want to make a sample or
proof for the customer on the mockup device without disturb-
ing production on other devices.

In the cases above, an embodiment provides for defining
one printing system as the master system and proceeding with
the same steps as mentioned before with the master system
corresponding to the defined target values. Thus, for example,
the professional performs calibrations, creates media profiles,
and performs optimization until the professional is satisfied
with the results for this particular media. The professional
ensures that the values corresponding to the results are stored.
That is, the professional stores his or her snapshot. After
generating and storing the snapshot, the professional may
then go to a second device or third device and calibrate such
devices to the master device, as outlined in the same proce-
dure above.

Thus, in an embodiment, the professional also calibrates
the second or this device if he or she has not done so yet and
continues to proceeds as outlined in FIG. 1. After printing and
measuring the same CIE L*a*b* chart the professional com-
pares the results on the second machine (or how many other
machines required) with the results from the master system.
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When the analyzing values have a certain distance from the
target or master values, the professional ensures optimization
is performed. Thus, the second or third printer gets as close as
possible to the master device.

It may be appreciated that while the analysis values may
not reach a Delta E of zero, an embodiment enables the
calibration values to get as close as possible to the target
values by such algorithm that includes comparison, optimi-
zation, and subsequently printing a sample.

Exemplary Embodiments for Controlling the Color
Accuracy of Digital Printing Devices and Adaptation
to a Previously Defined State

While one or more exemplary embodiments and imple-
mentations are described hereinbelow with particular details,
it should be appreciated that such details are for illustrative
purposes only and are not meant to be limiting.

An embodiment addresses the assumption that to monitor
a digital printing device, having the correct definition of the
target values may be substantial. It has been found that it is not
enough to use just the tonal values for the pure colorants or a
certain well defined CMYK reference color space because the
digital printing system might be used also for the output of
RGB data or CIE L*a*b* defined spot colors. Thus, to cover
such requirements and more, it is desirable to use a measure-
ment chart defined in the device independent CIE [ *a*b*
color space, which covers the areas of the printer color space.

Printing such measurement chart, measuring the color
patches and the storing of the target values may be viewed as
the last step within the well-defined calibration process
according to an embodiment. The operator processes the cali-
bration of a particular printer-ink/toner-media combination
or calibration set by practices known to one skilled in the art.
Such process may include some or all of the following steps:

Create a printer linearization, e.g. ink limiting for each

individual colorant, total ink limit definition, definition
of the norm-light ink distribution function, etc.

Create a media ICC profile.

Process a color optimization.

After finishing such process the user may print the above
mentioned CIE L*a*b* chart using a linear CIE L*a*b* to
CIE L*a*b* ICC profile and the above mentioned calibration
set, printer linearization and media profile. Then the user may
measure the color patches with a measurement device known
to one skilled in the art, such as a spectrophotometer. In an
embodiment, the measured spectral color values are stored in
a particular container that belongs to or corresponds to, the
calibration set of this printer-ink/toner-media combination as
target values for future comparisons. For example, it may be
possible to use multiple containers to store of the target val-
ues, e.g. Mime, zip or etc. Important is the content of this
container. Here, required is the calibration file, e.g. the printer
linearization, the media profile, and the file including the
spectral measurement results. Embodiments using the tech-
nique described herein may be required to choose such a
container and use the embedded files properly.

In an embodiment, In the case of storing a snapshot of the
system after the calibration (as a master target) step is fin-
ished, the container is created automatically after measuring
the CIE L*a*b* chart but may remain beside the media profile
and the linearization file within the proper folder. As well, it
may be desired to store the snapshot of the system after
finishing an important print job. The container becomes a part
of the backup.

Thus, an embodiment provides the user with the ability to
check the consistency of his or her digital printing device
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whenever necessary or desired. For example, it may be rec-
ommended for the user to check the consistency of his or her
digital printing device every morning before starting a pro-
duction process.

In an embodiment, consistency check may be a straight-
forward process for the user, as follows. Such user prints the
same CIE L*a*b* chart using the same linear CIE L*a*b* to
CIE L*a*b* ICC profile and the same above mentioned cali-
bration set and subsequently measures the output again with
the spectrophotometer. The system compares the new mea-
surement results with the previous results, i.e. the previously
measured target values, and computes color distances, e.g.
CIE Delta E values, for each and every patch. Once the system
computes the color distances for each and every patch, the
system offers the user an overview about the status of his or
her device. For example, the system may display additional
analytic parameters, such as peak CIE Delta E and average
CIE Delta E. One skilled in the art would readily recognize
that a wide variety of displayed parameters are possible and
are within scope of the embodiments. If the system deter-
mines that one or more of the comparison methods exceeds a
definable border or tolerance, the system then processes an
optimization step. Processing the optimization step includes
generating a CIE L*a*b* to CIE L*a*b* correction profile
with the goal to, e.g. configured to, reduce the color distance
between the target and current measurement results. Thus,
such CIE L*a*b* to CIE L*a*b* correction profile is applied
to the color calculation process right upfront the media profile
and used from the RIP for the output data processing. Thus,
the print data, independent from the input color space of the
source data, are generated by using this new correction pro-
file.

For purposes of discussion herein, applying a CIE L*a*b*
to CIE L*a*b* correction profile to the color calculation
process right upfront the media profile and using such from
the RIP for the output data processing reflects the processing
order of the ICC profiles within the color management mod-
ule (CMM). For example, in a standard color management
workflow, a reference and a media profile within the CMM
module are used as in FIG. 3.

Subsequently, the CIE L*a*b* to CIE L*a*b* profile is
added into this processing and appears as in FIG. 4.

It should be clear that having three profiles in a row may
mean that the user desires to simulate a target with its output.
Following is a flow showing the usage with the CIE L*a*b* to
CIE L*a*b* correction profile, resulting in four profiles
which the CMM module processes in the following order, as
in FIG. 5.

If needed the user may check the reached results by print-
ing the same CIE L*a*b* chart using the new created CIE
L*a*b* to CIE L*a*b* correction profile and the same above
mentioned calibration set and measure the output again with
the spectrophotometer. The reached results should be now
within the previously defined tolerances.

In another embodiment, when the printer has an embedded
spectrophotometer, the user may schedule this procedure and
process it automatically.

In another embodiment, the above-described procedure
provides a base or core workflow for color consistency output
on multiple devices. In accordance with such embodiment,
the operator may define one device as master or reference
device. Then the operator processes the calibration of the
specific printer-ink/toner-media combination by practices
known to one skilled in the art. Such process may include
some or all of the following steps:
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Create a printer linearization e.g. ink limiting for each
individual colorant, total ink limit definition, definition
of the norm-light ink distribution function, etc.

Create a media ICC profile.

Process a color optimization.

Print the CIE L*a*b* chart using a linear CIE L*a*b* to
CIE L*a*b* as source ICC profile and the above created
calibration set and measure such chart with a spectro-
photometer.

The measured spectral color values are stored in a particu-
lar container that belongs to the calibration set of this printer-
ink/toner-media combination as target values for future pro-
cessing steps.

Subsequently, the operator selects a second output device
(child device) and defines for this output device the previ-
ously created reference device. For example, an embodiment
may offer an option where the user selects a particular output
device and chooses another one as master or target.

It should be appreciated that in accordance with an
embodiment, it is recommended that the other printer-ink/
toner-media combination has a wider color gamut than the
reference device. It has been found that the reachable accu-
racy of the entire procedure is limited when this is not the
case. An embodiment may be understood with reference to
FIG. 2, an example screenshot showing two devices with very
different color spaces. It should be appreciated that such
example is an extreme example for illustrative purposes. In
the example, consider that the larger (outside) color space 202
is the target/master color space and the smaller (inside) color
space 204 is the child color space. The technique described
herein may not solve the problem that the child system is not
able to reproduce the larger master color space. In the end
having a larger color space is a requirement for each proofing
system and the child system may be referred to as a kind of
proofing system of the master. Thus, what may happen is that
colors in the area beyond inside color space 204 but within
outside color space 202 cannot be reproduced accurately.
There may be no way to print anything beyond the border of
inside color space 204 with the child device. Thus, the colors
may be printed within inside color space 204, however result-
ing in a large color distance/delta E. The technique described
herein may be used to adapt colors within inside color space
204 with corresponding colors in outside color space 202 and
lower the delta E value between the two outputs in this area to
a minimum. However, nothing may be done for the colors
which aren’t covered within inside color space 204, but which
are printable within the master system.

In the embodiment, the system processes an optimization
for the second printer by using the stored measurement results
from the reference device as target values. The goal or desired
result is to bring both systems as close as possible together by
bringing the second printer closer to the target or master
device.

In an embodiment, the operator may see the reached results
and in response decide whether he or she would like to per-
form one or even more optimization steps.

The output of the process is a CIE L*a*b* to CIE L*a*b*
correction profile which gets applied to the color calculation
process right upfront the media profile on the child device, as
discussed hereinabove.

The user may apply this procedure multiple times to cor-
respond with multiple printers. In this way, an embodiment
may include one reference device and several color adapted
child devices. In accordance with an embodiment, each child
device is treated and optimized independently from the other.

In another embodiment, the processing of the daily consis-
tency check for the reference device is the same as mentioned
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above. However, daily consistency checking may be slightly
different for a child device. It should be appreciated that the
consistency check for a child system may differ from the
consistency check of a single system but also from the state of
the art. The single system uses its own target for comparison
and correction. What is novel here is that the master device
settings are used as target and not the results from the first
adaptation of the child device. Such technique has the impor-
tant advantage that regardless where the child system resides
at any moment in time such system gives the best match to the
master system. Thus, in the end, in accordance with an
embodiment, the lowest possible Delta E values are provided
in comparison with the master system and by not trying to
achieve a previously reached result of this particular machine.

The system takes the previously stored master target data,
prints the same CIE L*a*b* chart using the generated correc-
tion profile and the above mentioned calibration set and mea-
sures the output again with the spectrophotometer. The sys-
tem compares the new measurement results with the master
target values and computes the color distances, e.g. CIE Delta
E values, and offers the user an overview about the status of
that particular device, e.g. presents peak CIE Delta E, average
CIE Delta E, etc. When one or more of the comparison meth-
ods exceed a definable border or tolerance level or threshold
value, the system performs optimization and creates a new
CIE L*a*b* to CIE L*a*b* correction profile to reduce the
color distance between the target and current measurement
results. The output of the process is a new CIE L*a*b* to CIE
L*a*b* correction profile which gets applied to the color
calculation process right upfront the media profile for the
child device.

Further Discussion and Alternate Embodiments

It should be appreciated that some state of the art systems
may compare the output accuracy against a certain standard,
e.g. ISO, G7, etc. Such systems use CM YK patches for print-
ing, measuring, and, at end, calculating Delta E values. Such
values provide a certain hint about the output. However, it has
been found that an issue with Delta E is that it may not show
a direction of the difference. For example, Delta E=2 today
and Delta E=2 tomorrow may mean an absolute difference or
magnitude of Delta E=4 between yesterday and today, assum-
ing the measurement yesterday lies opposite from the target
point in the color gamut from the measurement today. Such
result may be acceptable and proven for the verification.
However, for reproducing the results from day zero, such
technique does not help.

For example, consider when the following parameters have
the following values:

Target value: =50, a=15, b=3;

Measurement 1: L=50, a=13, b=3; and

Measurement 2: L=50, a=17, b=3.

As discussed hereinabove, embodiments may verify the
correctness of an output as viewed against target values. As
can be readily ascertained, Measurement 1 and Measurement
2 each give a Delta E of 2.

It should be appreciated that in this example and in accor-
dance with embodiments herein, the verification of Measure-
ment 1, which is made after the system generates and accepts
the target values, is verified and rated as good. However, when
the system shows the above-mentioned results, then it is
apparent that there is a Delta E of 4 between the first output
(Measurement 1), which is determined to be a good and
accepted output, and the second output (Measurement 2),
which could be at any subsequent point of time.
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It should be appreciated that in this example, Delta E of 4
is useless for providing operators (and ultimately the custom-
ers) with a correct reproduction of a previously made result.

Thus, because embodiments herein determine Delta E
based in part on direction, it should be apparent that embodi-
ments herein would prevent generating an erroneous Delta E,
such as the aforementioned Delta E=2 when Delta E actually
is equal to 4.

For purposes of discussion herein, the term, opposite, in
this context means the deviation from the target (Fogra stan-
dard) is in the opposite direction within the CIE Lab color
space. In the example hereinabove, the “a” value is lower than
the target value in Measurement 1 but higher in Measurement
2.

Put another way, when the Delta E equation gives a result
without showing a direction of the deviation, it is as if the
range of acceptable values may be viewed as a ball of a certain
radius around the target value. Thus, measured results may be
considered as circling around the target value and as not to be
failing the verification criteria. While such technique may be
acceptable when verifying values for obtaining a proof; it
should be appreciated that such measured values may fail to
achieve the desired output results, desired to be as close as
possible to a previous print run. Such system fails because the
deviation from the previous results is not rated accurately.
That is, with the proof certification approach described above,
the first output may also have a deviation with respect to the
standard and this is the issue. Proof certification approach
may means that the two outputs may be much further away
from each other than the verification procedure as described
in accordance with embodiments herein. Thus, it is apparent
that with comparing all subsequent measurements with the
results gathered with the Measurement 1 (as provided in
embodiments herein), this technique overcomes such limita-
tions and shows the absolute distance of the digital printing
system between the day 1 and the subsequent day.

Thus, embodiments described herein provide novel tech-
niques for comparing and optimizing against the state of the
system at day zero.

An important advantage of techniques described herein is
the usage of the CIE Lab chart. It should be appreciated that
state of the art may use certain CMYK defined charts. It has
been found that such charts may have to be printed either
without any ICC profile or with a certain CMYK reference
profile, e.g. ISO standard profiles. In the first case, a user
obtain the output of the printer without color management so
the process does not consider the media profile used, which
may have a large influence on the output quality and color
appearance. In the second case, a user may limit the snapshot
to the usage of this particular CMYK reference profile. Such
a reference profile is typically smaller, e.g. gamut wise, than
the media profile. The usage of the CIE Lab chart overcomes
both limitations. As displayed in FIG. 6, introduced and dis-
cussed in detail hereinbelow, the chart is printed with a linear
CIE Lab to CIE Lab reference and the appropriated media
profile. This combination makes it possible to cover the whole
color space of the printing device, because all possible CIE
Lab values are within the color space of the CIE Lab to CIE
Lab profile. In addition, the chart takes into the account the
specifics of the media profile and enables the possibility of a
realistic snapshot of the digital printing device at a specific
point in time.

It should be appreciated that CMYK is a device dependent
color space. But what is to be done with print jobs having a
RGB color space? How can the results be applied to the
reproduction of CIE Lab defined spot colors, e.g. Pantone?
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Such questions may be answered and addressed with refer-
ence to FIG. 6 and to the described technique of using a CIE
Lab chart, as follows:

Such CIE Lab chart is printed with color management such
that the characteristics of the media profile is in the
snapshot.

Such CIE Lab chart provides a description of the system in
an independent color space. Thus, such chart is valid for
any type of incoming data.

Such CIE Lab chart may be adapted to the specifics of the
printer (see FIG. 6.)

Thus, FIG. 6 illustrates that the system takes a linear Lab to
Lab profile and the media profile and combines these two
profiles within the CMM. Hence, the characteristic of the
media profile is added to the evaluation.

Important is that the patches for such a chart are well
distributed across the color space. There may be different
distribution functions possible. For a general color space
representation, it may be important that all areas within the
color gamut are represented. Also a weighted representation
may be possible. For example, in an embodiment, a weighted
representation means that areas which are more critical for the
particular printer may be represented with a higher number of
patches and areas which are less critical may be represented
with a lower number of patches. Areas may also be weighted
differently. For example, areas which may be more critical for
the humaneye, e.g. grey or red areas, may be rated higher than
less critical areas, e.g. light yellow.

Following is a novel extension to embodiments described
hereinabove. In an alternate embodiment, the CIE Lab based
chart provides the option to adapt it to the specific needs of the
customer. A printer has a specific color space. Thus, it may be
sufficient to take a snapshot of the color values within the
color space of the printer. However, what about the color
values of the particular print job that are outside of the gamut
of'the printer? When color values of a print job lie outside the
gamut of the printer, then typically one of two rendering
intent processes is used. One rendering process clips the
colors of the print job to the border of the color gamut of the
printer. The other rendering process moves those colors found
outside the gamut into the printer color gamut. Hence, such
colors are actually not printed outside of the printer gamut.
Thus, an embodiment leverages the aforementioned knowl-
edge and concentrates the snapshot on colors within the color
gamut of the printer. That is, it is appreciated that it does not
make sense to take a snapshot of the values that are outside of
the gamut.

As well, in an embodiment, when the user desires to back-
up a print job and store the snapshot of the printer, the chart
made for this configuration may take key colors of the par-
ticular job, e.g. spot colors such as full tonal value and tints,
and balance the patches within the gamut in such a way that
the areas which are used frequently within the job are repre-
sented more often than areas which are rarely or not used. In
an embodiment, such print job is processed twice, as follows.
For the first time, the process is used for generating a preview
computation. For the second time, the process is used for the
actual ripping of the print job.

In an embodiment, when computing the preview, the sys-
tem accumulates the incoming color values. In an embodi-
ment, the system builds a history of incoming color values.
For example, such history may be used to take the most
frequent incoming colors, e.g. as depicted in spikes of the
histogram, and convert such colors along with the reference
profile into the CIE Lab color space.

As well, in an embodiment it is possible to add elements to
the current selection of most frequent incoming colors, such
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as other colors including the tint definition and the like. Such
elements are included into the print job but may be indepen-
dent of the process which determines the rate of how often
particular colors appear within the particular job. Thus, it is
possible to build on the one hand side a snapshot ofthe printer
but that is weighted to the usage within the particular job.

Another important item in accordance with an embodiment

may be the adaption of master and child systems. Some
techniques may include calibrating the two devices sepa-
rately and then using either a device link profile to adjust the
child system to the master system or using the media profile of
the master system for the optimization of the child system to
get the child system closer towards the master system. Thus,
embodiments described herein are different in at least the
following matters:

The snapshot of the master system is done in an indepen-
dent color space. The snapshot represents the machine
itself and not a reproduction of a certain standard such as
ISO, G7, etc. Thus, the color space of the device is
represented and not a particular output procedure of a
completely different process, such as offset, flexo, etc.

The child and the master system are optimized against the
same, previously reached result. Thus, distances com-
puted are the real, true distances. Further, the issues
mentioned in the first paragraph of this section cannot
happen in accordance with embodiments described
herein.

The child system is optimized against the master snapshot
and not against a previously reached state of this system.
This approach gives the benefit that it is possible to move
closer to the master system and does not limit the opti-
mization to a previously reached result.

An Example Machine Overview

FIG. 7 is a block schematic diagram of a system in the
exemplary form of a computer system 1600 within which a
set of instructions for causing the system to perform any one
of the foregoing methodologies may be executed. In alterna-
tive embodiments, the system may comprise a network router,
anetwork switch, a network bridge, personal digital assistant
(PDA), a cellular telephone, a Web appliance or any system
capable of executing a sequence of instructions that specify
actions to be taken by that system.

The computer system 1600 includes a processor 1602, a
main memory 1604 and a static memory 1606, which com-
municate with each other via a bus 1608. The computer sys-
tem 1600 may further include a display unit 1610, for
example, a liquid crystal display (LCD) or a cathode ray tube
(CRT). The computer system 1600 also includes an alphanu-
meric input device 1612, for example, a keyboard; a cursor
control device 1614, for example, a mouse; a disk drive unit
1616, a signal generation device 1618, for example, a speaker,
and a network interface device 1620.

The disk drive unit 1616 includes a machine-readable
medium 1624 on which is stored a set of executable instruc-
tions, i.e. software, 1626 embodying any one, or all, of the
methodologies described herein below. The software 1626 is
also shown to reside, completely or at least partially, within
the main memory 1604 and/or within the processor 1602. The
software 1626 may further be transmitted or received over a
network 1628, 1630 by means of a network interface device
1620.

In contrast to the system 1600 discussed above, a different
embodiment uses logic circuitry instead of computer-ex-
ecuted instructions to implement processing entities.
Depending upon the particular requirements of the applica-
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tion in the areas of speed, expense, tooling costs, and the like,
this logic may be implemented by constructing an applica-
tion-specific integrated circuit (ASIC) having thousands of
tiny integrated transistors. Such an ASIC may be imple-
mented with CMOS (complementary metal oxide semicon-
ductor), TTL (transistor-transistor logic), VLSI (very large
systems integration), or another suitable construction. Other
alternatives include a digital signal processing chip (DSP),
discrete circuitry (such as resistors, capacitors, diodes, induc-
tors, and transistors), field programmable gate array (FPGA),
programmable logic array (PLA), programmable logic device
(PLD), and the like.

It is to be understood that embodiments may be used as or
to support software programs or software modules executed
upon some form of processing core (such as the CPU of a
computer) or otherwise implemented or realized upon or
within a system or computer readable medium. A machine-
readable medium includes any mechanism for storing or
transmitting information in a form readable by a machine, e.g.
a computer. For example, a machine readable medium
includes read-only memory (ROM); random access memory
(RAM); magnetic disk storage media; optical storage media;
flash memory devices; electrical, optical, acoustical or other
form of propagated signals, for example, carrier waves, infra-
red signals, digital signals, etc.; or any other type of media
suitable for storing or transmitting information.

Although the invention is described herein with reference
to the preferred embodiment, one skilled in the art will readily
appreciate that other applications may be substituted for those
set forth herein without departing from the spirit and scope of
the present invention. Accordingly, the invention should only
be limited by the Claims included below.

The invention claimed is:
1. A computer-implemented method for providing color
consistency, comprising the steps of:
taking a snapshot of a target device’s state by:
generating and printing a color measurement chart com-
prising color patches that are defined in a device inde-
pendent CIE L*a*b* color space for said target
device, wherein said generating and printing the color
measurement chart is processed by a color manage-
ment unit (CMM) converting data using a linear CIE
L*a*b* to CIE L*a*b* ICC profile, a media profile
and printer linearization for the target device, and
using a distribution function to distribute said color
patches on the target color measurement chart such
that areas which are more critical for the target device
are represented with a higher number of patches and
areas which are less critical are represented with a
lower number of patches or areas which are more
critical for the human eye are rated higher than less
critical areas;
measuring said color patches on said CIE L*a*b* target
color measurement chart and generating correspond-
ing target values;
storing a source definition for said color measurement
chart, the CIE L*a*b* sources values, and said target
values in a particular container, which is associated
with the calibration set, comprising the printer linear-
ization and the media profile of the target device for a
future comparison;
at a time subsequent to said taking the snapshot of the target
device’s state, adjusting a new device to be at the target
printer’s state with the intention of achieving a same
print result as that of the target device, by:
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printing a new color measurement chart comprising
color patches defined in the CIE L*a*b* color space
using the source CIE L*a*b* patch definitions at the
new device;
measuring patches on said new color measurement chart
and generating corresponding measured values;
comparing measured values from the new color mea-
surement chart to said target values;
based on said comparing, generating analysis values,
said analysis values indicating whether the measured
values from the new color measurement chart are
within a tolerance value of the target values;
when the measured values are not within the tolerance
value of the target values:
performing an optimization to cause subsequent mea-
sured values to be closer to said target values than
said measured values; and
returning control to the step of printing a new color
measurement chart at the new device; and
when the measured values are within the tolerance value
ofthetarget values, determining that the new device is
ready for printing;

wherein one or more steps are performed by one or more

processors.

2. The method of claim 1, wherein the new device is the
target device.

3. The method of claim 1, wherein the color measurement
chart is generated by using a linear CIE L*a*b* to CIE
L*a*b* ICC profile, a particular calibration set, a particular
printer linearization, and a particular media profile, wherein
the particular calibration set comprises a particular printer-
ink/toner-media combination.

4. The method of claim 3, wherein said particular container
corresponds to said particular calibration set.

5. The method of claim 1, wherein the target values repre-
sent a reference digital printing device and the subsequent
measured values represent a different digital printing device.

6. The method of claim 1, wherein the analysis values
comprise color distances including, CIE Delta E values, for
each and every patch and wherein performing the optimiza-
tion reduces the color distance between the target and subse-
quent measured values.

7. The method of claim 1, wherein when the new device has
an embedded spectrophotometer, a schedule may be config-
ured which causes one or more steps of the method to be
performed automatically.

8. The method of claim 1, wherein the new device is a
different device than the target device and has a wider color
gamut or a same color gamut than the target device.

9. The method of claim 1, wherein an output is a CIE
L*a*b* to CIE L*a*b* correction profile and is used on the
new device corresponding to said measured values.

10. The method of claim 1, wherein said comparing mea-
sured values further comprises incorporating a direction of a
Delta E value in addition to incorporating a magnitude of the
Delta E value.

11. The method of claim 1, wherein said target color mea-
surement chart is printed with color management such that
characteristics of a corresponding media profile are captured.

12. The method of claim 1, wherein said target color mea-
surement chart is configured to specifics of the new device by
incorporating weighted representations of patches.

13. The method of claim 1, wherein when colors values of
a particular print job are outside a gamut of the target device,
applying at least one rendering process that causes the color
values outside the gamut of the target device to move to the
border of the gamut or to be clipped.
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14. The method of claim 1, wherein when it is desired to
back-up a print job and store a snapshot of the device with
respect to the print job, the step of generating the target color
measurement chart takes particular colors of the print job and
balances the corresponding patches within the gamut of the
target device in such a way that areas which are used fre-
quently within the print job are represented more often than
areas which are rarely or not used.

15. An apparatus for providing color consistency, compris-
ing:

agenerating processor configured for generating and print-
ing a color measurement chart comprising color patches
that are defined in a device independent CIE L*a*b*
color space for said target device, wherein said generat-
ing and printing the color measurement chart is pro-
cessed by a color management unit (CMM) converting
data using a linear CIE L*a*b* to CIE L*a*b* ICC
profile, a media profile and printer linearization for the
target device, and using a distribution function to dis-
tribute said color patches on the target color measure-
ment chart such that areas which are more critical for the
target device are represented with a higher number of
patches and areas which are less critical are represented
with a lower number of patches or areas which are more
critical for the human eye are rated higher than less
critical areas;

ameasurement device configured for measuring said color
patches on said CIE L*a*b* target color measurement
chart and generating corresponding target values;

a storage configured for storing a source definition for said
color measurement chart, the CIE L*a*b* sources val-
ues, and said target values in a particular container,
which is associated with the calibration set, comprising
the printer linearization and the media profile of the
target device for a future comparison;

a printing processor configured for printing a new color
measurement chart comprising color patches defined in
the CIE L*a*b* color space using the source CIE
L*a*b* patch definitions at the new device;

a measuring processor configured for measuring patches
on said new color measurement chart and a generating
processor configured for generating corresponding mea-
sured values;

acomparing processor configured for comparing measured
values from the new color measurement chart to said
target values;

a generating analysis values processor configured for gen-
erating analysis values based on said comparing, said
analysis values indicating whether the measured values
from the new color measurement chart are within a
tolerance value of the target values;

aperforming processor configured for performing an opti-
mization to cause subsequent measured values to be
closer to said target values than said measured values
and a returning control processor configured for return-
ing control to the step of printing a new color measure-
ment chart at the new device, in response to when the
measured values are not within the tolerance value of the
target values; and
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a determining processor configured for determining that
the new device is ready for printing, in response to when
the measured values are within the tolerance value ofthe
target values.
16. A non-transitory computer-readable storage medium
storing instructions which, when executed by one or more
processors, cause the one or more processors to carry out the
steps of:
taking a snapshot of a target device’s state by:
generating and printing a color measurement chart com-
prising color patches that are defined in a device inde-
pendent CIE L*a*b* color space for said target
device, wherein said generating and printing the color
measurement chart is processed by a color manage-
ment unit (CMM) converting data using a linear CIE
L*a*b* to CIE L*a*b* ICC profile, a media profile
and printer linearization for the target device, and
using a distribution function to distribute said color
patches on the target color measurement chart such
that areas which are more critical for the target device
are represented with a higher number of patches and
areas which are less critical are represented with a
lower number of patches or areas which are more
critical for the human eye are rated higher than less
critical areas;

measuring said color patches on said CIE L*a*b* target
color measurement chart and generating correspond-
ing target values;

storing a source definition for said color measurement
chart, the CIE L*a*b* sources values, and said target
values in a particular container, which is associated
with the calibration set, comprising the printer linear-
ization and the media profile of the target device fora
future comparison;

atatime subsequent to said taking the snapshot of the target
device’s state, adjusting a new device to be at the target
printer’s state with the intention of achieving a same
print result as that of the target device, by:
printing a new color measurement chart comprising

color patches defined in the CIE L*a*b* color space
using the source CIE L*a*b* patch definitions at the
new device;
measuring patches on said new color measurement chart
and generating corresponding measured values;
comparing measured values from the new color mea-
surement chart to said target values;
based on said comparing, generating analysis values,
said analysis values indicating whether the measured
values from the new color measurement chart are
within a tolerance value of the target values;
when the measured values are not within the tolerance
value of the target values:
performing an optimization to cause subsequent mea-
sured values to be closer to said target values than
said measured values; and
returning control to the step of printing a new color
measurement chart at the new device; and
when the measured values are within the tolerance value
ofthetarget values, determining that the new device is
ready for printing.
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